FIRST FLOOR DEMOLITION & CONSTRUCTION PLAN

DESIGN CRITERIA:
1. PROVIDE SECOND EXIT FOR THE OFFICE AREA ON THE FIRST FLOOR.
2. PROVIDE ACCURATE EMERGENCY LIGHTING FOR THE EXIT WAYS.
3. PROVIDE ILLUMINATED EXIT SIGNS AS REQUIRED TO PROPERLY IDENTIFY EXIT PATH WAYS.

SHEET NOTES
1. NOT USED.
2. REMOVE AND REPLACE (2) EXIT LIGHT WITH NEW.
3. PANEL 179A, 100A BUS, 258Y/120V, 3PH, 4W.
   ADDED LOAD: 50 FT. — 180 WATTS.
   75 FT. — 270 WATTS.
   100 FT. — 360 WATTS.
4. INSTALL (O) 3-20A, 1 POLE BREAKER IN (O) SPACE CIRCUITS 25, 27, 29.
5. PHOTO ELECTRIC CELL ORIENTED TOWARD NORTH MOUNTED ON ROOF. LOCATION TO BE VERIFIED IN THE FIELD. TORN MODEL 3000.
6. INSTAL (V) 3-20A, 1 POLE BREAKER IN

FIRE AND SAFETY SYSTEMS UPGRADE
PHASE I
LAWRENCE BERKELEY LABORATORY, UNIVERSITY OF CALIFORNIA
BERKELEY, CALIFORNIA