SECTION 07142 - HOT FLUID-APPLIED WATERPROOFING


BUILDING NO.	SC#
PROJECT NAME


SECTION 017329 – Cutting and Patching
GENERAL
SUMMARY
Related Documents:
Drawings and general provisions of the Subcontract apply to this Section.
Review these documents for coordination with additional requirements and information that apply to work under this Section.
Section Includes:
Provide cutting, fitting and patching.  The following are included:
Make component parts fit together.
Uncover work to provide for installation of out-of-sequence work.
Remove and replace new work not conforming to Project requirements.
Provide penetrations of nonstructural surfaces for installation of electrical conduits, plumbing, ductwork and other penetrations.
Restore the integrity of fire rated construction at cutting and patching work. 
<Include the following if applicable.>
Related Sections:
Division 01 Section "General Requirements."
Division 01 Section "Special Procedures."
Division 01 Section "Construction Waste Management."
Division 07 Section "Penetration Firestopping."
SUBMITTALS
Submit under provisions of Division 01 Section "General Requirements."
Submit written request 72 hours in advance for cutting or patching work which affects:
The work of the University, or other subcontractors performing work in the Project area.
The structural integrity of the existing building or any of its parts.
Items or systems which are moisture-resistant or exposed to weather.
The efficiency, operational life, maintenance or safety of operational items.
The appearance of items exposed to view.
The request shall include:
Project name.
Reason for cutting or patching.
Dates and times the work will begin and be completed.
Description of the work, including:
Scope. 
Trades which will execute the work.
Products proposed. 
Extent of refinishing.
Effect of the work on the University or other subcontractor. 
Effect of the work on the structural or weatherproof integrity of the existing building.
Alternatives to cutting and patching.
Written permission of other subcontractors whose work will be affected.
Request for substitution if work conditions or schedules indicate a change of products. (Not Applicable)
PRODUCTS 	NOT USED
EXECUTION
INSPECTION
Inspect existing conditions, including elements subject to damage or to movement during cutting and patching.
After uncovering work, inspect the conditions affecting the installation of products or performance of the work.
Report unsatisfactory conditions to the Project Manager in writing. Do not proceed with affected work until the Project Manager has provided instructions.
PREPARATION
Provide temporary support as necessary to ensure the structural integrity of the affected portion of the work.
Protect other portions of the project from damage.
Provide temporary watertight, windtight protection of Work or existing building where exposed to exterior by cutting and patching work.
PERFORMANCE
Prevent damage to other work.
Provide proper surfaces to receive repairs.
Restore work which has been cut or removed to original condition. 
Install new products in accordance with requirements of Subcontract Documents.
Fit work airtight to pipes, sleeves, ducts, conduit and other penetrations through surfaces, except as otherwise required at rated construction.
At penetrations through rated construction, provide annular space for installation of firestopping in accordance with approved submittals.
Align patched surfaces with adjacent surfaces.
Refinish entire surfaces to match adjacent finishes.
For continuous surfaces, refinish to nearest intersection.
For assemblies, refinish entire unit.
Provide firestopping at penetrations of fire rated construction in accordance with the requirements of Division 07 Section "Penetration Firestopping."
<Include the following paragraph if appropriate.>
waste management
Store and dispose of waste materials in accordance with requirements of Division 01 Section "Construction Waste Management."
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