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SECTION 083113 - Access Doors and Frames
PART 1 -  GENERAL

1.1 SUMMARY

A. Related Documents:

1. Drawings and general provisions of the Subcontract apply to this Section.

2. Review these documents for coordination with additional requirements and information that apply to work under this Section.

B. Section Includes:

1. Furnishing only of metal access doors required for the Project except for such access doors as are specified as part of Mechanical and Electrical Divisions.

C. Related Sections:
1. Division 01 Section "General Requirements."
2. Division 01 Section "Special Procedures."
3. Division 09 Section "Painting" for painting of primed surfaces.

4. Installation of access doors is a part of the work of the trades having responsibility for the surface in which the doors occur.

5. Furnishing of access doors required for plumbing, HVAC, and electrical work: See Divisions 22, 23, and 26.
1.2 REFERENCES
A. General:

1. The following documents form part of the Specifications to the extent stated. Where differences exist between codes and standards, the one affording the greatest protection shall apply.

2. Unless otherwise noted, the referenced standard edition is the current one at the time of commencement of the Work.

3. Refer to Division 01 Section "General Requirements" for the list of applicable regulatory requirements.

1.3 SUBMITTALS

A. Submit under provisions of Division 01 Section "General Requirements."

B. Product Data: Manufacturer's product data.

C. Shop Drawings: Show metal gages, sizes, types and attachment to adjacent construction.
1.4 QUALITY ASSURANCE

PART 2 -  PRODUCTS

2.1 ACCESS DOORS

A. Manufacture: Karp Associates, Inc., Milcor, or approved equal.

B. Metal: Cold rolled steel except use stainless steel for doors in ceramic tile [and in Food Service areas]; 16 gage for frames; 14 gage for panels (20 gage for fire rated doors).

C. Finish: Baked prime coat except for stainless steel which shall have No. 4 satin finish.

D. Hardware: Manufacturer's standard hinge assembly except hinges for doors in gypsum wallboard shall be fully concealed, screwdriver cam locks (turn knob and latch for fire rated doors). The following sentence is generally not applicable: [Doors generally accessible to public and located within 78" of floor shall have keyed cylinder locks, all keyed alike, 6 keys (total).]

E. Types:



Karp
Milcor

Masonry and Ceramic Tile
DSC-214M
M

Gypsum Wallboard (Flush Type)
Kdw
Dw

Plaster

DSC-214PL
K

Fire Rated Doors (1-1/2 Hour)
KRP 350FR
CFRAD
F. Sizes: 12 by 12 inches (300 by 300 mm), unless otherwise noted.

PART 3 -  EXECUTION
NOT USED

END OF SECTION 083113
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