
Section 115313 (APPENDIX A) - laboratory fume hoods DATA SHEET
	PROJECT/DEPT
	
	DATE:
	

	LOCATION/BLDG
	
	FLOOR
	
	ROOM
	
	HOOD NO.
	

	REQUIRED DELIVERY DATE
	
	PHASE
	

	FACILITIES CONTACT
	
	PHONE NO.
	

	LAB SUPERVISOR
	
	PHONE NO.
	

	APPROVAL SIGNATURE
	
	FAX NO.
	

	EH&S REVIEW
	
	
	



1.	Provide laboratory room dimensions (height x length x width) where the fume hood will be located.





2.	Briefly describe any special process or equipment that may be used inside the hood that may affect the hood space needs, configuration, or construction.





3.	Quantify and identify categories of hazards agents that may be stored in the laboratory, used in the hood, cause degradation of the hood surfaces, released routinely and deliberately in to hood air stream, spilled and need special containment, or explode.  List names of example chemicals of most concern.


	

Category
	√ Mark Appropriate Box Below
	Approx Quantity in Room
	
Used In 
Hood
	Cause Degradation of Hood Surfaces
	Released Into Hood Air Stream
	Spillage and Special Containment

	Acids
	
	
	
	
	
	

	Bases
	
	
	
	
	
	

	Oxidizers
	
	
	
	
	
	

	Flammables
	
	
	
	
	
	

	Non-Flammable Organic Solvents
	
	
	
	
	
	

	Highly Reactives
	
	
	
	
	
	

	Hazardous Gases
	
	
	
	
	
	

	Dispersible Radioisotopes
	
	
	
	
	
	

	Infectious Biological Agents
	
	
	
	
	
	




DATA SHEET (APPENDIX A) - LABORATORY FUME HOODS (continued):

SELECT ALL THAT APPLY (Note: Conventional/preferred options shown in bold):

	Section A
	VAV / CV
	
	[  ]
	Variable Air Volume
	[  ]
	Constant Volume/Full Bypass

	
	
	
	[  ]
	TSI Controller 8650 “Sureflow”
	[  ]
	TSI Monitor 8610 Everwatch

	
	
	[  ]
	Right
	[  ]
	Left

	
	
	
	
	
	
	

	Section B
	TYPE
	
	[  ]
	Bench Non-Radioisotope Fume Hood
	
	

	
	
	
	[  ]
	Bench Radioisotope Fume Hood
	
	

	
	
	
	[  ]
	Walk-in Fume Hood
	
	

	
	
	
	[  ]
	ADA Fume Hood
	
	

	
	
	
	[  ]
	Acid Digestion Fume Hood
	
	

	
	
	
	[  ]
	Other (e.g., special design) Details
	
	

	
	
	
	
	
	
	

	Section C
	WIDTH
	
	[  ]
	4’
	[  ]
	5’
	[  ]
	6’
	[  ]
	8’
	[  ]
	10’
	[  ]
	12’

	
	
	
	
	
	
	

	Section D
	SASH
	
	[  ]
	Vertical
	[  ]
	Vertical and Horizontal Combination

	
	
	
	[  ]
	Horizontal
	[  ]
	Non-Standard Sash Height Opening

	
	
	
	
	
	[  ]
	Height Opening (Inches)		

	
	
	
	
	
	
	

	Section E
	WORK
	
	[  ]
	Molded Epoxy Resin
	[  ]
	Stainless Steel 304/316
	
	

	
	SURFACE
	
	[  ]
	Fiberglass Reinforced Polyester
	
	

	
	
	
	[  ]
	Smooth welded to liner (radioisotope)
	
	

	
	
	
	
	
	
	

	Section F
	LINER
	
	[  ]
	Epoxy Resin
	[  ]
	Stainless Steel 304/316
	
	

	
	
	
	[  ]
	Polyresin
	[  ]
	Phenolic Resin
	[  ]
	Epoxy Coated Cement Board

	
	
	
	[  ]
	Fiberglass Reinforced Polyester
	
	Polyvinyl chloride

	
	
	
	
	
	
	

	Section G
	ACCESS
	[  ]
	Both Sides
	[  ]
	 Left Side
	[  ]
	Right Side

	
	PANELS
	
	[  ]
	Interior (except radioisotope)
	[  ]
	Exterior

	
	
	
	
	

	Section H
	BAFFLES
	
	[  ]
	Fixed
	[  ]
	Internally-Adjustable

	
	
	
	
	
	
	

	Section I
	COATINGS
	
	[  ]
	No Coating Required
	
	

	
	
	
	[  ]
	Plasite 7122 coating
	[  ]
	3M SkotchKote 134 coating

	
	
	
	
	

	Section J
	plumbing*
	
	[  ]
	Top Utility Termination
	[  ]
	Bottom Utility Termination

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	[  ]
	Compressed Air
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	Deionized Water
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	Ind. Cold Water
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	
	
	[  ]
	Vacuum Breaker
	[  ]
	No Vacuum Breaker

	
	
	
	[  ]
	Ind. Hot Water
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	
	
	[  ]
	Vacuum Breaker
	[  ]
	No Vacuum Breaker

	
	
	
	[  ]
	Low Cond. Water
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	Nitrogen
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	Natural Gas
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	Oxygen
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	Vacuum
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	

	
	*Order of Utilities; 1 on Top, Ascending to Bottom

	
	

	Section K
	CUPSINKS
	
	[  ]
	None Req’d
	[  ]
	Side Mounted
	[  ]
	Work Surface Mounted

	
	
	
	[  ]
	Epoxy
	[  ]
	S. Steel
	[  ]
	Left Side
	[  ]
	Front
	[  ]
	Rear

	
	
	
	
	
	
	
	[  ]
	Right Side
	[  ]
	Front
	[  ]
	Rear

	
	
	
	
	
	
	
	
	
	
	
	
	

	Section L
	ELECTRICAL
	
	[  ]
	120 VAC Duplex
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	[  ]
	Light Switch
	[  ]
	Left Side
	[  ]
	Right Side
	
	

	
	

	Section M
	LIGHTING
	
	[X]
	2-lamp T-8 Fixture and Ballast (for quantity, see specifications)

	
	
	
	
	
	
	

	Section N
	FUME HOOD COLOR
	

	
	

	Section O
	ASHRAE 110-1995 TEST RESULTS
	[  ]
	Type (Hood of identical length and configuration)
	[  ]
	Specific (Specific hood proposed for shipment)

	
	
	
	
	
	
	
	



DATA SHEET (APPENDIX A) - LABORATORY FUME HOODS (continued):

SELECT ALL THAT APPLY (Note: Conventional/preferred options shown in bold):


	Section P
	HAZARDOUS
	
	[  ]
	Not Required

	
	MATERIALS
	
	[  ]
	Flammable Cabinet
	
	Inches Wide

	
	STORAGE
	
	
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	
	
	
	

	
	
	
	[  ]
	Corrosive Cabinet
	
	Inches Wide

	
	
	
	
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	
	
	
	

	
	
	
	[  ]
	Satellite Accumulation Area
	
	Inches Wide

	
	
	
	
	[  ]
	Left Side
	[  ]
	Right Side
	[  ]
	Both Sides

	
	
	
	
	

	
	
	
	[  ]
	Adjustable height table

	
	
	
	[  ]
	ADA Mobile Base Cabinet on Casters for Under ADA Table

	
	
	
	
	[  ]
	Flammable Cabinet
	
	Inches Wide

	
	
	
	
	[  ]
	Corrosive Cabinet
	
	Inches Wide

	
	
	
	[  ]
	Other – Description:
	

	
	

	Section Q
	CABINETS COLOR
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