SECTION 07142 - HOT FLUID-APPLIED WATERPROOFING


BUILDING NO.	SC#
PROJECT NAME


SECTION 122000 - WINDOW TREATMENTS

GENERAL
SUMMARY
Related Documents:
Drawings and general provisions of the Subcontract apply to this Section.
Review these documents for coordination with additional requirements and information that apply to work under this Section.
Section Includes:
Horizontal louver blinds including operating and installation accessories.  Blinds are required for windows at Levels 3 thru 16 of the Office Building (Block 60), including special corners and balcony doors.
Related Sections:
Division 01 Section "General Requirements."
Division 01 Section "Special Procedures."
REFERENCES  
General:
The following documents form part of the Specifications to the extent stated. Where differences exist between codes and standards, the one affording the greatest protection shall apply.
Unless otherwise noted, the referenced standard edition is the current one at the time of commencement of the Work.
Refer to Division 01 Section "General Requirements" for the list of applicable regulatory requirements.
SUBMITTALS
Submit under provisions of Division 01 Section "General Requirements."
Samples: Submit for selection and/or approval of colors for slats, ladders and cord.
PRODUCTS
MATERIALS
Manufacturer and Model: Levolor "Riviera", or approved equal.
Type: Narrow horizontal slat/braided ladder.
Bottom Rails: Corrosion resistant, roll-formed steel, with 'baked enamel finish as hereinafter specified, tubular in shape with molded plastic end closures.
Head Enclosure: Corrosion resistant, roll-formed steel, with baked enamel finish as hereinafter specified, 1" high.
Slats: .008" minimum thickness (before coating), 1" wide (nom.), roll-formed tempered aluminum alloy, rounded corners, baked enamel finish as hereinafter specified.
Ladders: Braided polyester yarn with two vertical cord faces and interbraided cross ladders.  Cross ladders shall be equally spaced at approximately 15 per foot.  Color shall be selected by Architect from standard range to harmonize with slat color.
Hardware: Manufacturer's standard, fully enclosed tilter with wand operation, cord locks, ladder drums or retainers, supports, and mounting brackets and fasteners required for the complete installation.  Tilting mechanism shall be set so that blinds will operate from full open to a maximum closing angle of 60 degrees (from horizontal).  Cord locks shall be of a type that permit blinds to be fully raised only (no intermediate lock positions).  Operating wand shall be approved manufacturer's standard, transparent plastic.
Cord: Braided or woven polyester, #3 size, standard color as selected.  Include cord equalizers.
FINISH
Manufacturer's standard baked plastic enamel finish on all exposed metal surfaces, one standard non-metallic color as selected.
EXECUTION
INSTALLATION
Install blinds in accord with approved manufacturer's specifications and recommendations.
Unless otherwise indicated on the Drawings, install blinds between mullions as single units for each separate window area.
Blind installation shall be free of sharp edges, burrs or other defects which are harmful or hazardous to the operator or persons who may come into contact with the blinds.
Install blinds level with slat edges aligned plumb.  Securely fasten brackets to structure in such manner that blind assembly cannot be pulled free of bracket supports.
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